
SECTION 900 

MISCELLANEOUS 



DESIGN STANDARDS 

SECTION 900- MISCELLANEOUS 

900 (2 Sheets) Sewer and Storm Drain Easement Widths 

901   Underground Utility Location – Revised 5/12/16 

mreza
Typewritten Text

mreza
Typewritten Text



0 ;:o 
)> m 
--j < m m 
0 ~ 11 m 
r 0 
)> 

(I) (f) 
--j :---:: 
;:o 
m 
< en I~ 

0 
z 

. 
en en -1 

I I 0 m 
-o m:E £: ol z )>m 
z en:::o 

~I 9 m)> 
s::z 

gl m c "Tl z "Tl -ICJ> 0 :ea z 
-1 -:::o )> en ~s: z z :r: 0 -1 :I:o )> --l 

-loo. en~ -I 
0 

0 0 
til "T1 

_, 
() 

N ~ z ~ 
fT1 

PROPERTY UNE 

NOTES: 

STORM DRAIN 
OR SEWER 

L 
CITY SffiEET 

PRIVATE! PROPERTY 

CITY STREET 

PROPERTY 
UNE 

REFER TO SHEET 2 
FOR EASEMENT WIDTH 

NO STRUCTURES 'Mll-IIN 
OR OVER EASEMENT 

STRUCTURE 

CITY SEWER OR 
SECTION A-A STORM DRAif.l 

UNDERGROUND UTIUTY 

1. EASEMENT ON PRIVATE PROPERTY ARE ALLOWED ONLY BY APPROVAL OF THE CITY ENGINEER . 

2. THE FULL EASEMENT SHALL BE LOCATED ON ONE SIDE OF THE PROPERTY LINE. 

3. NO PRIVATE STRUCTURES OR OVERHEAD OBSTRUCTIONS SHALL BE LOCATED WITHIN THE EASEMENT. 

4. NO TREES SHALL BE LOCATED WITHIN THE EASEMENT. LANDSCAPE AND OTHER IMPROVEMENTS 
SHALL BE SUBJECT TO REMOVAL AS NECESSARY FOR UTILITY MAINTENANCE. 

5. FOR RESIDENTIAL PROPERTIES, MANHOLES ARE NOT TO BE LOCATED WITHIN THE EASEMENT AREA. 
FOR NON-RESIDENTIAL PROPERTIES, WHEN MANHOLES MUST BE LOCATED IN THE EASEMENT AREA, 
A 20' MINIMUM WIDTH ALL WEATHER SURFACE FOR VEHICULAR ACCESS MUST BE PROVIDED. 

6. WHEN STORM WATER SUMP CONDITIONS EXIST, SECONDARY OVERFLOW MAY BE REQUIRED AS DETERMINED 
BY THE CITY ENGINEER. 

7. NO DIRECT SEWER OR STORM DRAIN CONNECTIONS ARE ALLOWED IN EASEMENTS ON PRIVATE PROPERTY. 
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TYPICAL PARKWAY SECTION~ ~ I 
TYPICAL ADJACENT SIDEWALK SECTION 

UTILITY MIN COVER 
@WATER 36" 
@ STORM DRAIN VARIES 
@SEWER VARIES 
@ GAS 30" 

®POWER 48" 

® TELEPHONE -CATV 36" 

@ STREET LIGHTS 48" 

@ COMMUNICATION CONDUIT 30" 

NOTE S: 

RECOMMENDED UTILITY 
INSTALLATION SCHEDULE 

1. STORM DRAIN 
2. SEWER 
3. POWER & TELEPHONE 
4. CURB & GUTTER 
5. WATER 
6. GAS 
7. PAVING 

NOT TO SCALE 

1. WHERE ULTIMATE STR EET IMPROVEM ENTS AR E TO BE CONSTRUCTED, MI NIMUM COVER OF UTILITY LINE MAY BE 
VARIED TO FACILITATE IN STALLATION . 

2. THE UTILITY COMPANIES SHALL MAKE EVERY EFFORT TO LOCATE TH EIR FACILITIES IN THE RECOMMENDED 
LOCATIONS, PARTI CU LAR LY IN NEW SUBDIVISIONS. 

3. EDI SON AN D TELEP HONE MAY USE A COMMON TREN CH. ALTERNATE LOCATIO N MAY BE EITHER THE EDISON 
POSITION OR THE TELEPHONE POSITION. 

4. THE CENTER 24 ' OF TH E STREET SHALL BE RESERVED FO R SEWER AN D STORM DRAIN IN STALLATION. 
5. SURFACE OF VAU LTS OR MANHOLES MUST MATCH PAVEMENT AND PARKWAY GRADES. 

6. REPAIR OF TRENCHES AND REP LACEMENT OF PAVED SURFACE IN EXISTING CITY ROADS SHALL BE IN 
ACCORDAN CE WITH CURRENT SPEC IFICATIONS FOR TRENCH REPAIR. 

7. WHENEVER POSSIBLE, MANHOLE COVERS SHALL NOT BE PLAC ED WITH THE SIDEWALKS. 
8. UNDERGROUND SERVICE ALERT (USA) MARKING SHALL BE REMOVED WITH PRESSURE WASH OR AS 

DIRECTED BY THE ENGIN EER 

APPROVED~ 

~ 2]/r.;e~ 
CITY ENGINEER DATE 
RICARDO SANDOVAL 

REVIEWED BY:· .....-:J\L-
DATE OF LAST REVISION: 5/12/16 

CITY OF FONTANA 

UNDERGROUND 
UTILITY LOCATION 

STD. PLAN NO. 901 
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